
GenTrax Quick Start and Tips

Please read the instructions on this card carefully to ensure you get the
most out of your generator.

Quick start guide
1. Check fuel

Open the fuel filler cap vent and the fuel cock to determine fuel levels. Your tank
should be full before you turn the generator on. Put the cap back on.

2. Check oil
Loosen the cover screws and remove the maintenance cover. Remove the oil
filter cap and wipe the dipstick clean. Reinsert to check oil level. If the level is
low, fill to the top of the oil filler neck.

3. Switch on
Turn the engine switch to the ON position and the economy switch to the OFF
position.

4. Choke on
Set the choke to the CHOKE position. If engine is hot, generator may be started
with choke position on RUN.

5. Pull up to 3 times
Hold down the generator firmly with one hand. With the other hand, grip the recoil
starter cord handle and pull slowly until resistance is felt indicating that the recoil
starter is engaged. When resistance is felt, pull the cord sharply. If this doesn’t
start your generator, wait three minutes until you try again so you do not flood the
engine.

6. Choke off
Once started, turn the choke switch to RUN.

7. Connect your appliance/s
You’re ready to go! To avoid damage, do not run your generator over dust.

Tips
● It’s recommended you earth the generator before use.
● Before attempting to start the generator, make sure there’s at least 2L of fuel in

the tank.
● A break-in period is recommended of roughly 25 hours at no more than 75% of

the generator’s use.
● Don’t operate over dust
● General maintenance: change the oil as per service schedule
● Use only 91 unleaded and 10W30 oil



Warnings
● Petrol or diesel powered generators must never be used in an unventilated

closed space.
● The generator must be mounted on a firm level surface.The electrical output load

must not exceed the maximum load of the generator (check specification).
● The engine must not be run at speeds that exceed the maximum stated on the

rating plate.
● Never operate electrical equipment with damaged or defective mains supply

leads.
● Keep the area around the generator clear of obstructions at all times. Never

locate the generator against a building or near a canvas or plastic structure i.e.
tents etc.

● To prevent fire, always stop the engine when refueling and never over fill the fuel
tank.

● Do not use the generator in or near an explosive atmosphere.
● To prevent an electric shock, never operate the machine in rain, snow or touch

with wet hands.
● Always disconnect the electrical load before switching the generator off. To

prevent surging that may possibly damage electrical equipment, do not allow the
engine to run out of fuel while electrical loads are connected.

● Before transporting the generator in a vehicle, drain all fuel to prevent leakage.

Maintaining your inverter generator

Whether you use your generator frequently or keep it idle between camping trips, it’s
important to show it some tender loving care to make sure you get the most out of it.

Make sure you read your user manual! It should be your one-stop shop for maintenance
of the inverter generator model you own.

Here are some extra tips to make sure your inverter generator lasts the distance.

● Check engine oil and spark plug. Much like a car, you need to make sure
everything on the inside of your inverter generator is in good condition. A rough
guide is to change the oil after every 100 hours of use. If you don’t use it that
often, check it every six months. Your user manual will have instructions on how
to refill your specific model. If your spark plug is no longer a tan colour, it may be
time to change it as well.

● Clear out the air filter. Have a look to make sure everything is running smoothly in
this department. You can remove your air filter and brush it to help. Importantly,



do not use your inverter generator on surfaces that are dusty or dirty. The air filter
picks up what’s around it, so it’s best to use on smooth, clean surfaces.


